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. . Zanderijweg 12,
6717BM Ede
T. 0318-757900

MOBIELE CB ZENDER 27MHZ 40KAN 4W ZWART € 79,94
Excl. BTW: € 66,07

Afbeeldingen

Beschrijving

De TTI TCB-560EVO met VOX-functie, noise blanker en 7 displaykleuren is de nieuwste compacte telg uit de TTi familie. De TTi
TCB-560EVO is de opvolger van de populaire TTI TCB-560 en beschikt over Dynamic Squelch (DSS), scanfunctie en 12/24 Volt
dubbele spanning.

 

Nieuwe kenmerken en functies op de TTI TCB-560evo zijn:

7 verschillende instelbare display kleuren
VOX-functie, kan direct vanaf de radio of microfoon worden (gede)activeerd
Ruisonderdrukking

Kenmerken TTi TCB-560EVO 

Modulation: AM / FM
Multi-band
Output power: 4 Watt / Duty cycle 10% @ 13.2V DC
Channels: 40 AM / FM
Display type: LCD display
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Display colors: Green / Orange / Purple / Dark Blue / Light Blue / Yellow / Clear Blue
VOX Function
Noise blanke
Squelch: DSS (Dynamic Squelch System) / Manual squelch / Emergency channel
Scan function
External speaker socket
Voltage: 13,8 Volt / 24 Volt /
Operating temperature: -10° to +55° C
Operating mode: F3E (FM) / A3E (AM)
Frequency control: PLL synthesizer
Frequency tolerance: 0.002 %
Audio frequency response: 300 Hz - 3 kHz
Modulation AM: from 85% to 95%
Modulation FM: 1.8 kHz to ± 0.2 kHz
Harmonic suppression: More than -36 dBm
Drain: 13.2 Volt: 1.6 A max.
AM sensitivity: 0.7 µV for 10 dB
FM sensitivity: 0.5 µV for 20 dB SINAD
Frequency response: 300 Hz - 2.5 kHz
Adjacent channel selectivity: 60 dB
Maximum audio power: 2 Watt
Internal speaker: 8 Ohm, round
Receiving system: Dual conversion superheterodyne
IF frequencies: Double conversion 1st 10.695 MHz / 2nd 455 kHz
Audio distortion: Less than 8% @ 1 kHz
Image rejection: 60 dB
Conducted spurious: More than 60 dB
Squelch: Adjustable, threshold less than 1 µV,
Antenna connector: UHF (PL) female (SO-239)
Mike connector: 6 pin connector
L: 135 mm x H: 37 mm x W: 124 mm
Weight: 655 gram

Inhoud verpakking

1x TTi TCB-560EVO transceiver
1x Microfoon
1x Set schroeven
1x Montage beugel
1x Voedingskabel
1x Handleiding in het Engels

Productinformatie

Artikelnummer TCB560EVO

Merk TTI

Is on Sale Nee
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