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. . Zanderijweg 12,
6717BM Ede
T. 0318-757900

DIN-RAIL 40MM VOEDING 40W 48V/0.83A € 23,95
Excl. BTW: € 19,79

Afbeeldingen

Beschrijving

MODEL MDR-40-48

OUTPUT:
DC VOLTAGE 48V
RATED CURRENT 0.83A
CURRENT RANGE 0~ 0.83A
RATED POWER 40W
RIPPLE & NOISE (max.) Note.2 200mVp-p
VOLTAGE ADJ. RANGE 48~56V
VOLTAGE TOLERANCE Note.3 +/-1.0%
LINE REGULATION +/-1.0%
LOAD REGULATION +/-1.0%

INPUT:
VOLTAGE RANGE 85 ~ 264VAC
FREQUENCY RANGE 47 ~ 63Hz
EFFICIENCY (Typ.) 89%
AC CURRENT (Typ.) 0.7A/230VAC
INRUSH CURRENT (Typ.) COLD START 60A/230VAC
LEAKAGE CURRENT <1mA / 240VAC

https://www.eijlander.nl/mdr4048-din-rail-40mm-voeding-40w-48v-0-83a-a-468386-4358.html


2 https://www.eijlander.nl/mdr4048-din-rail-40mm-voeding-40w-48v-0-83a-a-468386-4358.html 19-07-2025

Productinformatie

Artikelnummer MDR4048

Merk MEANWELL

Is on Sale Nee
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