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. . Zanderijweg 12,
6717BM Ede
T. 0318-757900

BOUWLAMP LED 100W 3500LM 3800K IP65 230V GRIJS € 169,94
Excl. BTW: € 140,45

Afbeeldingen

Beschrijving

The slimline LED IP65 waterproof floodlight has a robust, aluminium alloy body with a grey finish to the housing and
features toughened tempered glass, making it perfect for use indoors or outdoors as required. It is ideal for use as an
energy efficient lighting source; with potential savings of up to 75% in running costs when compared with similar
products. This super bright LED floodlight is recommended for security lighting, commercial lighting, residential lighting,
spot lighting, garden/patio lighting, car parks, walkways and wall wash lighting. Suitable for commercial or domestic use
and comes with 2 years warranty.

Toughened, tempered glass
Ultra-bright energy efficient EPISTAR LEDs with up to 75% energy saving (compared with a halogen lamp)
Instant full brightness
Ideal for security or decorative lighting
Waterproof IP65 Rating - safe for outdoor Use
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Durable construction with die cast body and toughened tempered glass

Beam angle (deg) 120
Colour rendering index >75
Colour Temp (K) 3800
Depth (mm) 57
Energy rating 70
Height (mm) 195
Inverter no
IP Rating IP65
Lamp Type 100W LED
Light output (lumens) 7000
Luminous efficacy (lumens/Watt) 70-75
Mains connection 1m 3 Core Cable to BS6500
Mounting arrangement Fixing bracket provided
Net weight (kg) 5.5
Paint type Metallic
Power factor >0.6 >
Product Dimensions 480x390x125
Supply Voltage (V) 240
Width (mm) 175
Power (W) 100

Productinformatie

Artikelnummer LBL100N

Merk Brand

Is on Sale Nee
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