THE BEST IN ELECTRONICS!

Zanderijweg 12,
6717BM Ede
T.0318-757900

SUPERCAP-EL O,1F 5,5V 11,5X8,5MM RM5,08

€1,79
Excl. BTW: € 1,48
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Beschrijving
Features
+ Maximum operating voltage: 5,5 VDC
+ Wide temperature range: —40...+85°C
+ Maintenance free
« Highly reliable against liquid leakage
+ Lead-free and RoHS compliant
« Max. solder temperature: 245°C/5s
Technical Specifications
Part Nr. Cye Cuo Uop Resr Imax. W
[F] [F] [vDd] [Ohm] [mA] (gl
FTOH104ZF 0,10 0,14 55 16 0,15 1,6
FTWOH104ZF 0,10 0,14 55 16 0,15 2,0
FTOH224ZF 0,22 0,28 55 10 0,33 41
18-07-2025

https://www.eijlander.nl/supercap-el-0-1f-5-5v-11-5x8-5mm-rm5-08.html


https://www.eijlander.nl/supercap-el-0-1f-5-5v-11-5x8-5mm-rm5-08.html

FTOH474ZF 0,47 0,60 55 6,5 0.7 53

FTOH105ZF 1,0 13 55 35 1,5 10,0
FTOH225ZF 2,2 2,8 55 1,8 3.3 18,0
FTOH335ZF 35 4,2 55 1,0 50 38,0
FTOH565ZF 5,6 72 55 0,6 8,4 72,0

Cycp = Rated Capacitance, Carge/Discharge System, U, = Max. Operating Voltage, R;s; = Max. ESR (@1kHz), I,,,, = Max.
Current (@30 Min.), W = Weight
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Part Nr. @D H P ( d, d,
[mm]
FTOH104ZF 1,5 8,5 5,08 2,7 0,4 1,2
FTWOH104ZF 1,5 8,5 5,08 2,7 0,4 1,2
FTOH224ZF 14,5 12,0 5,08 2,2 0,4 1,2
FTOH474ZF 16,5 13,0 5,08 2,7 0,4 1,2
FTOH105ZF 21,5 13,0 7,62 3,0 0,6 1,2
FTOH225ZF 28,5 14,0 10,16 6,1 0,6 1,4
FTOH335ZF 36,5 15,0 15,00 6,1 0,6 1,7
FTOH565ZF 44,5 17,0 20,00 6,1 1,0 1,4
Productinformatie
Artikelnummer FTOH104ZF
Merk KEMET
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